S-Ring Series | SFC450 / SFC4500
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50ms 11 Fast
Recovery time of 50ms SACN MANAGER Fast setup
S-Ring protocol Setting/Manage Fast-Ring configuration

Simple setup! Quick recovery! g==
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Meet SOLTECH's N
S-RING solution now!

Convenlent management
POE power supply product line S-Ring series product line

SOLTECH srcasoonp :

> Supports Console, Telnet, SSH, etc. SFC450HP, SFC4500HP > SFC450 series, SFC4500 series

> Supports WebBased management > Supports 802.3af/at standards > SCAN MANAGER setup/management
> NMS program management support > Prioritizes power ports when power > Easy Fast-Ring configuration setup
> OS dualization support is insufficient > Supports ITU-T G.8032 ERPS

> Supports Fast Boot > Ethernet Ring configuration with
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S-Ring Series | SFC450 / SFC4500

Model TP Port PoE Port SFP Port Note

SFC450R 1Gbps TP 8Port - 1Gbps SFP 2Slot Supports S-Ring

SFC450HP 1Gbps TP 8Port PoE 8Port, PoE 120W 1Gbps SFP 2Slot Supports S-Ring

SFC4500A 1Gbps TP 4Port(Combo) - 1Gbps SFP 24Slot + 10Gbps SFP 4Slot | Supports S-Ring TP/SFP Combo Port(1~4)
i Supports S-Ring TP/SFP

Ordering SFC4500A(DC) | 1Gbps TP 4Port(Combo) 1Gbps SFP 24Slot + 10Gbps SFP 4Slot Combo Port(1~4) DC 48V
Information .

SFC4500T 1Gbps TP 24Port - 1Gbps SFP 4Slot Supports S-Ring TP/SFP Combo Port(23,24)
i Supports S-Ring TP/SFP

SFC4500T(DC) 1Gbps TP 24Port 1Gbps SFP 4Slot Combo Port(23,24), DC 48V

SFC4500HP 1Gbps TP 24Port PoE 24Port, PoE 380W 1Gbps SFP 4Slot Supports S-Ring TP/SFP Combo Port(23,24)

SFC450R SFC450HP SFC4500A SFC4500T/SFC4500HP
Model SFC450R SFC450HP SFC4500A SFC4500T/SFC4500HP
TP Port 8 TP(1Gbps) 8 TP(1Gbps) 4 TP(1Gbps) 24 TP(1Gbps)
- 1G Optical Port 2 SFP(1Gbps) 2 SFP(1Gbps) 24 SFP(IGHPS).Comboli~4) | or(cte) combotas. o)
10G Optical Port - - 4 SFP(10Gbps) -
Combo Port = = 4 Port(1~4) 2 Port(23, 24)
PoE Port - 8 PoE(af/at) - 24 Po[;(af/at)
PoE
POE Capacity = PoE Max. 120W = POE Ma_x.380W
Switch Fabric 20Gbps 20Gbps 128Gbps 52Gbps
Throughtput 14.8Mpps 14.8Mpps 95.2Mpps 36.68Mpps
Memory(RAM) 128MB 128MB 128MB 128MB
Specification
Flash Memory 16MB 16MB 16MB 16MB
MAC Table 8K 8K 32K 8K
Jumbo Frame 9.6K 9.6K 4.7K 9.6K
STP/RSTP/MSTP 0 (0] 0O (0]
802.1Q VLAN (0] (0} (0} (0]
Network IEEE 802.1x o 0 0 0
Management G Mmp snooping 0 o) o) 0
ITU-T G.8032 ERPS (0] (0] (0] 0]
S-Ring (0] (0] (0] (e}
Input power AC100 ~ 240V AC100 ~ 240V AC100 ~ 240V AC100 ~ 240V
bower /ngﬂfg‘az"[;’:’;:er AC 7.6W/AC 3.15W AC 130W/AC 8.7W AC 33.7W/AC 14.7W :cc 221\/_\:@/CA§5;2\//VV
DC supported model _ ~ SFC4500A(DC) SFC4500T(DC)
Operating o o o o
i i 0 ~ 60T 0~ 60C 0~ 60C 0~ 60T
Environment
Size (WxDxH) 217x155x44 (mm) 331x153x44 (mm) 439x203x44 (mm) 439x300x44 (mm)

soL

Solution of optical & Network

For product price inquiries, please contact the sales representat

or Soltech headquarters.

www.solmate.net | TEL. +82-70-4628-5235 | E-mail. jasonk@soltech.co.k
#1702 W-dong, SK V1 Center 11, Dangsan-ro 41-gil, Yeongdeungpo-gu, Seoul, South Korea 07217




