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- Standard IEEE 802.3/3u/3ab/3z 10Base-T / 100Base-T, / 1000Base-T / 1000Base-SX/LX
IEEE 802.3af/at/bt Power Over Ethernet
- LAN ZE 1 x RJ45 Port (Data), Auto MDI/MDI-X
- PoE ZE 1 x RJ45 Port (Data + Power) Auto MDI/MDI-X / PoE af/at/bt
=1 5 1 x 1000Mbps SFP
- B EE Multi mode : 50/125pm, 62.5/125um / Single mode : 9/125pm
- Data Rate TP Port : 10M, 100M, 1000Mbps / SFP Port : 1Gbps
- PoE PoE Power Budget : Max. 90W
- Device Per Unit : Power (Green)
LED Indicator TP Port(LAN) : Link/Act(Green), Speed(Yellow)
- Port TP Port(PoE) : Link/Act(Green), PoE On(Yellow)
Fiber Slot : 1G Link/Act(Green)
- =29 SER2E: -40°C ~ 65°C, B2 % -45°C ~ 70°C
-8k 10 ~95% (Ol=0| Y3|X| b= A)
- YEEA 100~240VAC, 50/60Hz
- e FRoL T 1.67W / E2F5E TH 1 110.5W (PoE Max. 90W)
92.4mm(W) x 200mm(D) x 44mm(H) / =7 Z& : 1164mm(W) x 200mm(D) x 44mm(H)
A
SFC501BT90-SFP 10M/100M/1000Mbps TP 2ZLE (PoE 802.3bt 1:£E) + 1Gbps SFP 1% / PoE budget : 90Watt / PoE Injector
SFP-SX SFP(1.25Gbps) 22 &, HE|2 =, & 2| 220m, 850nm, LC 744/ E
SFP-SX2 SFP(1.25Gbps) &2 =, HEIZE, M&7H2| 2km, 1310nm, LC 4 H
SFP-LX SFP(1.25Gbps) &2 &, 422 E, H&A2| 20km, 1310nm, LC 74 H




