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SFC510HP

7|7H|E 10ZE PoE A2 X|

10/100/1000Mbps TP 10X E(PoE 802.3at 8i£E)

SOLTECH SFCS10Hp

10/100/1000Mbps TP 102 E

1 ~ 8% E PoEX E (PoE 802.3af/at, PoE Budget Max. 125W)
9, 10ZE Uplink ZE

8ZLE S A| 15.4Watt, 4 E S A| 30.8Watt X| &

SZF LED EA|S(PWR, LINK/ACT, PoE, SPEED)
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Standard IEEE 802.3ab 1000BaseT
IEEE 802.3af, IEEE 802.3at
olE{H o] £
P 10/100/1000Mbps PoE 8EE. + 10/100/1000Mbps TP 2 E (Uplink)

Auto negotiation, Auto MDI-X

Power On: Green
LED PoE E E.: Green(Link/Act), Yellow(PoE In-Use)
Uplink 2 E: Green(Link/Act), Yellow(1000Mbps)

Switch Fabric 20Gbps
Back Plane 4K Mac Address Table
Jumbo Frame 9Kbyte

PoE Power Budget: Max. 125Watt

PoE Number of PD@ 15.4W/8Port
Number of PD@ 30.8W/4Port
S8
2z He SE2E: 0°C~60°C, 22 -20°C~80°C
=1 5%~95% (0| £0| H3|X| & A)
e
YHHH AC 100~240V, 50/60Hz
=
37| 280(W)x180(D)x44(H)mm
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